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THE INFORMATION PROVIDED IN THIS DRAWING OR COMMUNICATION IS PROVIDE 

AS-IS WITH NO WARRANTIES, EXPRESSED OR IMPLIED.  WARRANTIES SHALL ONLY

BE PROVIDED WITH THE SALE OF GOODS BY PARKER AND UNDER THE TERMS 

SET FORTH IN PARKER'S OFFER OF SALE OR OTHER TERMS AGREED UPON BY 

THE PARTIES AT THE TIME OF THE SALE.  THE USER, THROUGH ITS OWN 

ANALYSIS AND TESTING, IS SOLELY RESPONSIBLE FOR MAKING THE FINAL 

SELECTION OF THE SYSTEM AND COMPONENTS AND ASSURING THAT ALL 

PERFORMANCE, ENDURANCE, MAINTENANCE, SAFETY AND WARNING 

REQUIREMENTS OF THE APPLICATION ARE MET.  TO THE EXTENT THAT PARKER 

AND ITS SUBSIDAIRIES OR AUTHORIZED DISTRIBUTORS PROVIDE COMPONENT OR

SYSTEM OPTIONS BASED UPON DATA AND SPECIFICATIONS PROVIDED BY THE 

USER, THE USER IS RESPONSIBLE FOR DETERMINING THAT SUCH DATA AND 

SPECIFICATIONS ARE SUITABLE AND SUFFICIENT FOR ALL APPLICATIONS AND 

REASONABLY FORESEEABLE USES OF THE COMPONENTS AND SYSTEMS. 

INFORMATION CONTAINED HEREIN INCLUDES DATA CONFIDENTIAL AND 

PROPRIETARY TO PARKER HANNIFIN CORPORATION (*PARKER*).  THIS 

DOCUMENT IS FURNISHED ON THE UNDERSTANDING THAT THE DOCUMENT AND 

THE INFORMATION IT CONTAINS WILL NOT BE COPIED OR DISCLOSED TO OTHERS

OR USED FOR ANY OTHER PURPOSE OTHER THAN CONDUCTING BUSINESS WITH 

PARKER, AND WILL BE RETURNED AND ALL FURTHER USE DISCONTINUED UPON 

REQUEST FROM PARKER.  COPYRIGHT PARKER: YEAR OF THE COPYRIGHT IS THE

FIRST YEAR INDICATED ON THIS DOCUMENT.  ALL RIGHTS RESERVED.
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GENERAL DATA

 

 

 

 

 

 

CASE DRAIN PRESSURE (MAX CONT.):        2 bar ABSOLUTE

 

SHAFT SEALS:                                         MATERIAL : FLUOROCARBON (FKM)

                                                             

STATIC SEALS:                                          MATERIAL: HNBR

 

SYSTEM CLEANLINESS:                              ISO 4406 - 20/18/14 FLUID CLEANLINESS LEVEL OR BETTER

 

          CENTER OF GRAVITY (CG) 

 

PAINT:                                                     ENTIRE PUMP EXCEPT INDICATED SURFACES TO

                                                               BE PAINTED BLACK.

 

DRIVESHAFT ROTATION:                          CW AS VIEWED FROM SHAFT END

 

NOTES:

1.  STEEL PLUG INSTALLED IN "D1 & D3" PORTS.  SHIPPING PLUG (NOT SHOWN) INSTALLED IN "D2" PORT.

2.  SHIPPING PLUGS (NOT SHOWN) INSTALLED IN INLET / OUTLET PORTS

3.  UNLESS OTHERWISE SPECIFIED, ALL DIMENSIONS ARE MILLIMETERS

4.  UNLESS OTHERWISE SPECIFIED, TOLERANCES ARE ± 2 mm

5.  UNLESS OTHERWISE SPECIFIED, ANGLE TOLERANCES ARE ± 2°

6.  (  ) = REFERENCE DIMENSION

045 / 054

104.8 (COG)

39.0

"D3" CASE DRAIN PORT

METRIC STRAIGHT

THREAD O-RING PORT

M22 X 1.5

(PLUGGED)

"D1" CASE DRAIN PORT

METRIC STRAIGHT

THREAD O-RING PORT

M22 X 1.5

(PLUGGED)

DO NOT PAINT SURFACES

FOWARD OF FLANGE 

"B" OUTLET PORT

1" SAE SPLIT FLANGE

CODE 61 

42.0

40.6

A" INLET PORT

1-1/2" SAE SPLIT FLANGE

CODE 61

0.3 (COG)

100Ø (h8)

SEE SHEET 2 OF 2

FOR CONTROLS

75.5

2X

186.5

(220.5)

125.0

186.5

56.2Ø

70.0

140.0

"D2" CASE DRAIN PORT

METRIC STRAIGHT

THREAD O-RING PORT

M22 X 1.5

38.1

17.9

35.7

35.0

69.9

4 X 1/2-13 UNC - 2B 

 22.0 MIN

26.2

13.1

26.2

52.4

4 X 3/8-16 UNC - 2B

 17.0 MIN

28.0

-
0.2

0.0
+

SHAFT KEY

AS PER DIN 6885

8x7x36

25Ø  (j6)

8

(h9)

3.036.0

5.0

DELIVERY PRESSURE RATINGS

DISPLACEMENT

CONTINUOUS PRESSURE

(bar)

INTERMITTENT PRESSURE

(bar)

PEAK PRESSURE

(bar)

45 cc/rev

280 320 350

54 cc/rev

250 285 315

 

9.50

9.00

 

13.77

13.50

2 x Ø 

SLOTS

182.5
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THE INFORMATION PROVIDED IN THIS DRAWING OR COMMUNICATION IS PROVIDE 

AS-IS WITH NO WARRANTIES, EXPRESSED OR IMPLIED.  WARRANTIES SHALL ONLY

BE PROVIDED WITH THE SALE OF GOODS BY PARKER AND UNDER THE TERMS 

SET FORTH IN PARKER'S OFFER OF SALE OR OTHER TERMS AGREED UPON BY 

THE PARTIES AT THE TIME OF THE SALE.  THE USER, THROUGH ITS OWN 

ANALYSIS AND TESTING, IS SOLELY RESPONSIBLE FOR MAKING THE FINAL 

SELECTION OF THE SYSTEM AND COMPONENTS AND ASSURING THAT ALL 

PERFORMANCE, ENDURANCE, MAINTENANCE, SAFETY AND WARNING 

REQUIREMENTS OF THE APPLICATION ARE MET.  TO THE EXTENT THAT PARKER 

AND ITS SUBSIDAIRIES OR AUTHORIZED DISTRIBUTORS PROVIDE COMPONENT OR

SYSTEM OPTIONS BASED UPON DATA AND SPECIFICATIONS PROVIDED BY THE 

USER, THE USER IS RESPONSIBLE FOR DETERMINING THAT SUCH DATA AND 

SPECIFICATIONS ARE SUITABLE AND SUFFICIENT FOR ALL APPLICATIONS AND 

REASONABLY FORESEEABLE USES OF THE COMPONENTS AND SYSTEMS. 

INFORMATION CONTAINED HEREIN INCLUDES DATA CONFIDENTIAL AND 

PROPRIETARY TO PARKER HANNIFIN CORPORATION (*PARKER*).  THIS 

DOCUMENT IS FURNISHED ON THE UNDERSTANDING THAT THE DOCUMENT AND 

THE INFORMATION IT CONTAINS WILL NOT BE COPIED OR DISCLOSED TO OTHERS

OR USED FOR ANY OTHER PURPOSE OTHER THAN CONDUCTING BUSINESS WITH 

PARKER, AND WILL BE RETURNED AND ALL FURTHER USE DISCONTINUED UPON 

REQUEST FROM PARKER.  COPYRIGHT PARKER: YEAR OF THE COPYRIGHT IS THE

FIRST YEAR INDICATED ON THIS DOCUMENT.  ALL RIGHTS RESERVED.
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PARKER HANNIFIN INDIA PVT LTD.

MAHAPE, NAVI MUMBAI

INDIA

161.6

131.0

"X" LOAD SENSE PORT

SAE-4 ( 7/16-20 UNF-2B) 

O-RING BOSS PORT PER

SAE J1926-1

"X" LOAD SENSE PORT

SAE-4 ( 7/16-20 UNF-2B) 

O-RING BOSS PORT PER

SAE J1926-1

161.6

131.0

CONTROLS

1. PUMP WITH LOAD SENSE (LS) AND PRESSURE COMPENSATOR (Pmax):

2. PUMP WITH PRESSURE COMPENSATOR (Pmax):

(243)

(116)

PRESSURE COMPENSATOR ADJUSTMENT

WITH TAMPER PROOF CAP

MAX. DISPLACEMENT

LIMITER

MAX. DISPLACEMENT

LIMITER

PART NUMBER DESCRIPTION

LOAD SENSE DIFF. PRESS.

(bar)

MAX. PRESS. COMPENSATOR

SETTING (bar) 

APPROX. WEIGHT (kg)

2020-P1M-045-D-001

P1M 45 cc/rev PUMP WITH LS AND Pmax.

15-20 280 21

2020-P1M-045-D-002

P1M 45 cc/rev PUMP WITH Pmax. --
280 21

2020-P1M-054-D-001

P1M 54 cc/rev PUMP WITH LS AND Pmax.

15-20 250 22

2020-P1M-054-D-002

P1M 54 cc/rev PUMP WITH Pmax. --
250 22


